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Chevy Small Block Compression Ratio
HEAD 
PISTON
F-T
F-T
F-T
F-T
F-T
F-T
F-T
F-T
F-T
(1) DISH
(2) DISH
VOLUME
CID

262
265
267
283
302
305
307
327
350
350

400

57cc



*
9.0
9.0
9.4
9.8
10.0
10.1
10.5
11.2
9.2

9.7

64cc



*
8.25
8.2
8.6
9.0
9.2
9.3
9.7
10.3
8.6

9.1
69cc



*
7.8
7.8
8.2
8.5
8.8
8.9
9.2
9.9
8.2

8.7

76cc



*
7.2
7.2
7.6
8.0
8.1
8.2
8.5
9.0
7.7

8.2

· The 262 engine uses a head with 60.5cc chamber volume. This gives a CR of 8.5 on the 262 CID engine. Casting number 354434 identifies this head.

· F-T indicates Flat Top pistons

· (1) Typical dish volume for a 350 dished piston is 17cc.

· (2) Dish volume for a 400 piston is 24cc.

NOTE;
These compression ratios were figured with a composition type head gasket. If a steel shim gasket is used, add 0.1 to each ratio. i.e. 8.2 becomes 8.2 + 0.1 = 8.3 with a steel shim gasket.
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